
Sound Level Detector/Controller
2

6
1

The Model 261 Sound Level
Detector/Controller provides continu-
ous measurement of noise levels in a
specified area and activates (or deacti-
vates) an electrical signal device when
a specified noise level has been
exceeded.

Signal devices typically used include
buzzers, lights and signs such as the
Quest Model LB-26. However, any elec-
trical device that uses up to 10 amps
and 300V DC or AC can be used.

The Model 261, along with the LB-26
Light Box, is especially useful in moni-
toring the 85/90dB OSHA Hearing
Conservation Sound Level in industrial
work areas. 

The 261 is widely used to monitor pro-
duction processes and power equip-
ment for exceptional noises which
would indicate a malfunction. The unit
is also used to monitor product quality
and general noise levels in hospitals,
schools and other important areas.

The 261 has the capability of integrat-
ing up to three microphones to monitor
a specific area. The standard micro-
phone cable is 30 feet long, however, it
can be extended to 80 feet with an
optional cable.

The threshold noise level is easily
adjustable from 55 to 110dB in 0.5-deci-
bel increments on the panel of the
Detector/Controller. The reaction time
— the interval between the time when
the threshold is exceeded and the time
when the warning circuit is activated —
is also adjustable.

■ Ensures Safe Noise Levels
The 261 automatically activates 
electrical signal devices or 
deactivates powered equipment 
when selected sound level is 
exceeded.

■ Versatile Functions
With the 261 you can control 
industrial processes and pow-
ered equipment, monitor prod-
uct quality, and monitor hospital 
rooms, corridors, school lunch 
rooms and hallways.

Threshold Activation Range:
55dB to 110dB in 0.5dB steps

Microphone:
Electret, built-in FET preamp,
30-foot cable. Optional 50-foot 
cable extends cable length to 
80 feet

Area Coverage:
Will monitor an area with up to 
three microphones

Frequency Weighting:
“A” and “C”

Reaction Time:
4 Rise and 4 Fall Times, easily
selectable on the front panel. 
The Latch selection permits the 
relay to remain closed once 
activated. RELAY RESET or 
REMOTE RESET is used to 
deactivate the relay 

FEATURES

SPECIFICATIONS

■ Interfaces With Safety 
Outputs

The 261 can activate warning 
lights and alarms when thresh-
old levels have been exceeded.

■ Adjustable Threshold Levels, 
Weighting

You can adjust the sound 
threshold from 55 to 110dB, and
select from “A” or “C” weighting.

Relay Contact Rating:
10 Amp Fused, 300 Volts Max, 
DPDT

Accuracy:
+/-1dB at 20°C

Temperature:
-10°C to +50°C

Power Requirements:
120/240V, 50/60 Hz

Size:
10" x 7" x 3" (260 x 180 x 
80mm)

Weight:
3 lbs. (1400 g)

Lyle Syroid


